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EXPLODED VIEW 
WINCH 28, VER.1.2 

 
 
 

 

MOUNTING INSTRUCTION 
WINCH 28, VER.1.2 

 

1. Remove circlip (1), using a small sharp screw driver. 
2. Remove drum (2). 
3. Mark location of the bolt holes using the winch base (15) as a tem-

plate. 
4. Remove the winch base. Be sure that no dust comes into contact with 

the winch while drilling the bolt holes. 
5. Drill the bolt holes ß6.5mm. 
6. Clean the area. 
7. Apply a light coat of bedding compound, ensuring that each hole is 

bedded. Drain grooves should be kept clear. 
8. Fasten the winch base into place using 5 pcs M6 countersunk head 

screws. 
9. Assemble in reverse order 
10. Check that the winch is functioning correctly. 

 

 
SERVICE INSTRUCTION 
WINCH 28, VER.1.2 

 
  Maintenance interval 1-2 years, depending on operating conditions. 
 

1. Remove circlip (1). 
2. Remove drum (2). 
3. Remove the black plastic circlip (8). 
4. Remove drive shaft (6). 
5. Remove roller bearings (7,9). 
6. Remove gear shaft (10). 
7. Remove & dismantle the gear unit (11,12,13,14) 
8. Clean all moving parts with benzine. 
9. Check pawls & springs for wear and replace if necessary. In order to 

replace the upper pawls (4) or springs (5), the gliding washer  (3) 
must be removed.  

10. Reassemble the winch in reverse order, lightly greasing all moving 
parts, with a soft, small brush. We strongly recommend to use only 
ANDERSEN Winch Grease for this purpose* 

11. Check that the winch is functioning correctly. 
 
*) Most types of grease, including ñmarine greaseò are NOT suitable for lubrication of winch-
es. None suitable grease can cause mechanical malfunction. Malfunctioning pawls may lead 
to unexpected failure of a loaded winch, resulting in material damage or fatal personal injury. 

 
Service Kit No. 4 (part no. 710004)  contains service parts for this winch. 

PARTS LIST 
WINCH 28, VER.1.2 

 

 
 
POS QTY DESCRIPTION   PART NO. 
 

1 1 CIRCLIP    712800    

2 1 DRUM     730600 

3 1 GLIDING WASHER  718400 

4 2 PAWL    533400 

5 2 PAWL SPRING   533500 

6 1 DRIVE SHAFT, COMPLETE 711400 

7 1 ROLLER BEARING  712905 

8 1 CIRCLIP    716001 

9 1 ROLLER BEARING  712905 

10 1 GEAR SHAFT   711800 

11 1 PAWL GEAR   711600 

12 2 PAWL    533400 

13 2 PAWL SPRING   533500 

14 1 RATCHET GEAR   711701 

15 1 WINCH BASE   730700    

 

   

 
          
     
  

4 

12 

11 

13 

10 

14 

15 

WARRANTY 
  

Refer to our website www.ronstan.com/warranty  
for our warranty terms and conditions 

http://www.ronstan.com/warranty



